
�  Removes most if not all salts and contaminants from 
steel surfaces that fulfills cleanliness specifications 
and provides your customers with better coating 
applications and less chance of failure due to blistering

�  By removing salt and contaminant ions, steel surface 
will not flash rust for typically 24 to 72 hours

�  Contractor can top coat blasted surface the next day or 
shift and make best use of labor hours by not having to 
change equipment during a shift

�  Sometimes top coating can be delayed even further 
depending on current temperature and humidity

�  Salt and contaminant levels can be easily measured 
with today’s current technology utilizing total ionic 
measurement standards

�  Salt and contaminant removal are done with wet 
abrasive blasting, dry abrasive blasting followed by a 
pressure wash or with ultra-high-pressure blasting.  
All water used in these three methods should contain 
1-2% HoldTight® 102.

�  Salt and contaminant removal and flash rust 
prevention is all done in one step with HoldTight® 
102.  No need for two different products or steps to 
achieve similar results.

�  Cost for added protection of blasted steel and 
improved cleanliness is pennies per square foot

�  Tested and approved by most major coating 
manufacturers

BENEFITS TO
CONTRACTORS

Find out more at www.holdtight.com

For more than three decades, HoldTight® 102 
salt remover/flash rust preventer has set 
the standard of performance worldwide.
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(800) 319-8802 info@holdtight.com



Avoid multiple secondary abrasive or high-pressure water blasts 
to remove the rust bloom or soluble salts
• Saves clean-up and disposal costs 
• Eliminates the need for sweep blasts, which generate dust

Reduce work-flow interruptions
• Fewer setups, switching and re-scheduling of crews and equipment

HoldTight®102 is the proven, low-cost protection against 
premature coating failure. 
• Rapidly lifts moisture off the surface and removes contaminants, 

including soluble salts and blast residue 
• Is much more effective than water alone, even UHP water blasting 
• Leaves a clean surface that produces a quality application 
• Evaporates off the surface with the water and leaves no residue,

so painting can occur immediately after evaporation

HoldTight® 102 is recognized industry-wide as the leader in global category sales. Initially a niche product, HoldTight® 102 has 
become critically important to the future of superior surface preparation, especially when considering the costs of coatings 
application, maintenance, and lifetime asset value. No other product, whether sold as a rust inhibitor or salt remover, has 
undergone such extensive testing (hundreds of coatings, thousands of coupons, by dozens of coating manufacturers) and held 
up so well in so many years of field service (more than 30 years without a coating failure).

Major international companies such as Saudi Aramco and Petrobras have also taken these findings, done their own testing, and 
given HoldTight® 102 their stamp of approval. Most recently, HoldTight® 102 has had favorable owner approvals and 
specifications in the Gulf of Thailand and Trinidad & Tobago.

Forensic failure 
inspections shows 

that salts are 
attributed as a major 
cause of premature 

coating failure – over 

of the time.

Ken Rossy
VP of Sales and Marketing
ken.rossy@holdtight.com

832-633-0430

For More Information Contact:

Tested and Approved by Major Coating Manufacturers

Learn how you can become a distributor at www.holdtight.com (800) 319-8802 info@holdtight.com

CLEAN SURFACES SIMPLY DON'T 
RUST, AND NO OTHER PRODUCT 

CLEANS LIKE HOLDTIGHT®

TM

It’s all about time management. 
Holdtight slows down the clock!

60%

MONEY SAVING ONE-STEP APPLICATION


